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Amendments to the Claims 

The listing of claims presented below replaces all prior versions, and listings, 
of claims injthe application. 

Listing of claims: 

1. (Currently Amended) A decorative material comprising; a surface layor and 
a bas e mat e rial lay e r int e grat e d on a r e ar surfac e of th e surfac e lay e r, wh e r e in tho 
surfac e lay e r compris e s at loaot 

a base material laver-paper. 

a surface layer-paper directly laminated on the base material laver-paper. and 

a surface resin layer formed on the surface laver-paoer and made of a cured 
material of an ionizing radiation curing resin, 

wherein the decorative material further comprises: 

a first impreoreted paoer laver fbnned at least bv the base material layer- 
paper side of the surface laver-paoar impregnated with a themnosettina resin and 
cured > 

a second impregnated paper laver formed bv at least the base material laver- 
paper side of the base material layer-paper impregnated with the thermosetting resin 
and cured, and 

a blocking layer for blocking an ooze out of an uncured material of [[aj] the 
thermosetting resin, disposed between the surface resin layer and the first 
impregnated paper laver and containing a blocking resin, and a first impregnat e d 
paper l ayor form e d by a surfac e layor paper Impregnat e d with a first thormooott i ng 
resin and cur e d, laminated from a curfaco sid e ; and wh e r e in at lea s t an upp e rmost 
s urfac e of th e bas e mat e ria l lay e r compris e s a s e cond i mpr e gnated pap e r lay e r 
form e d by a bas e mat e ria l l a y e r papor impr e gnat e d with a se cond th e rmos e tting 
resin and cur e d, 

wherein the thermosetting resin used for the first impregnated paper laver Is 
the thennosetting resin penmeated from the second impregnated paper laver. and 

wherein the blocking layer is formed to cover an entire surface of the surface 
layer-paper r esi n lay e r, and 

furth e r wh e rein the first thermoootting ros i n and tho oooond thonmoootting 
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2. (Currently Amended) The decorative material according to daim 1, 
whoroin the blocking layer is an imprognatod bloo l ang layor. and wherein the 
impregnated blocking layer is alaver formed by impregnating the surface resin laver 
side of the surface layer-paper with the blocking resin and the imprognatod blocking 
l ayer io diopocod botwoen tho curfaco rooin layor and tho firot imprognatod paper 

3. (Previously Presented) The decorative material according to claim 2. 
wherein a pattern ink layer is provided between the surface resin layer and the 
impregnated blocking layer. 

4. (Currently Amended) The decorative material according to claim 1, 
wherein the blocking layer is an indopondent blocking layor a laver separately 
formed on the surface layer-pape r, and whoroin tho indopondont blocking layor to 
dispoood botweon tho curfaco ros i n l ayor and tho first impregnated paper layor . 

5. (Previously Presented) The decorative material according to claim 4. 
wherein a pattern ink layer is provided either between the surface resin layer and the 
independent blocking layer, or between the independent blocking layer and the first 
impregnated paper layer. 

6. (Cumently Amended) The decorative material according to daim 1, 
wherein the blocking layer comprises both an i ndopondont b l ocking l ayor a laver 
separately fomied on the surface layer-paper and a laverfomied an imprognatod 
block i ng layor imprognatod in an inside of tho curfaco rooin l ayor o i do by 
impregnating the surface resin laver sidB of the surface layer-paper with the blocking 
resin . 

7. (Previously Presented) The decorative material according to daim 6. 
wherein a pattern ink layer Is provided either between the surface resin layer and the 
independent blocking layer, or between the independent btocking layer and the 
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impregnated blocking layer. 

8. (Previously Presented) The decorative material according to claim 1, 
wherein the blocking layer comprises a cured material of a two component curing 
type urethane resin. 

9. (Previously Presented) The decorative material according to claim 1 , 
wherein the surface resin layer comprises the cured material of the Ionizing radiation 
curing resin comprising an alkylene oxide modified polymerizable compound. 

10. (Previously Presented) A decorative sheet comprising the decorative 
material according to claim 1 and a substrate. 

11. (Previously Presented) The decorative material according to claim 2. 
wherein the blocking layer comprises a cured material of a two component curing 
type uretiiane resin. 

12. (Previously Presented) The decorative material according to claim 2, 
wherein the surface resin layer comprises the cured material of the ionizing radiation 
curing resin comprising an alkylene oxide modified polymerizable compound. 
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